K-WV 5/2 ELEKTROPNEU MONOSTABIL 4V
5/2-way pilot valve, monostable HANSA[/FLEX

Ozellikler
Calisma basinci 1.5-8 bar 35
Sicaklik sahasi -20°Cto+70°C — _—
o 5
Akig degeri 6lgiimd At P1 =8 bar, P2 = 6 bar and pressure drop Ap = ‘AEE‘-L_L_
1 bar e A | / |2 w
Elektrik baglantisi  Connector Type B acc. to ISO 4400 © 1 T
min. galigma basinet 1,5 bar Monostable
Koruma sinifi IP 65 i
7 monostabil
Valf cismi Aluminium alloy
Aciklama
Diger bilgiler, istek tGzerinedir.
Uriin
Baglanti Hava tahliye baglantisi Devre semasi numarasi Gerilim Kumanda Model ebadi
K- 07 15 02 47 M5 M5 300 35 24V DC 100
K- 07 15 02 48 G1/8 G1/8 500 35 24V DC 100
K- 07 15 02 49 G1/8 G 1/8 750 35 24V DC 200
K- 07 15 02 50 G1/4 G1/8 850 35 24V DC 200
K- 07 15 02 51 G1/4 G 1/4 1300 35 24V DC 300
K- 07 15 02 52 G 3/8 G 1/4 1500 35 24V DC 300
K- 07 15 02 53 G1/2" G1/2 2000 35 24V DC 400
K- 07 15 02 54 M5 M5 300 35 230V, 50 Hz 100
K- 07 15 02 55 G 1/8 G 1/8 500 35 230V, 50 Hz 100
K- 07 15 02 56 G1/8 G1/8 750 35 230V, 50 Hz 200
K- 07 15 02 57 G1/4 G1/8 850 35 230V, 50 Hz 200
K- 07 15 02 58 G1/4 G 1/4 1300 35 230V, 50 Hz 300
K- 07 15 02 59 G 3/8 G 1/4 1500 35 230V, 50 Hz 300
K- 07 15 02 60 G1/2" G1/2 2000 35 230V, 50 Hz 400

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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