
K-DIFFERENZDRUCK-DRUCKFLUSS HANSA
Differential pressure flow meter

Titiz kontrole rağmen hatalar önlenemez ve sorumluluk altında bırakmayan bilgiler hakkında hiçbir sorumluluk kabul edilmez.
27.03.2026 HANSA-FLEX AG www.hansa-flex.com 1

Özellikler
Ölçüm sistemi Defferential pressure method
Çalışma basıncı 0 - 16 bar
Sıcaklık sahası 0 °C to +50 °C
Akışkanlar Compressed air, neutral gases
Sürüm akış değerleri Analogue 0 to 10 V or 4 to 20 mA
İşletim gerilimi 24 V DC
Ekran background lighting

Açıklama
Diğer bilgiler, istek üzerinedir.

Açıklama
Differential pressure measuring system for detecting changes in flow rate or consumption and measuring leakage and energy efficiency. There is a
differential pressure at the sensor as soon as a fluid starts to flow. Fast and accurate measurements can be achieved in this way. This robust
instrument in a modern design offers a high level of safety (codable) and requires no maintenance.

Ürün
Tanım Çalışma basıncı bar Ölçme alanı
 

K- 07 25 19 51
K- 07 25 19 52

0 - 16 bar
0 - 16 bar

150 - 2000 l/min
200 - 5000 l/min


