K-WV 3/2 ELEKTROPNEU MONO OFFEN 3V
3/2-way pilot valve, monostable, normally open (NO) HANSA[/FLEX

Ozellikler
GCaligma basinci 1.5 - 8 bar 32
Sicaklik sahasi -20 °C to +70 °C
Akig degeri 6lgiimd At P1 =8 bar, P2 = 6 bar and pressure drop Ap = 1
1 bar | ; |2 '\o"\,f
Elektrik baglantisi  Connector Type B acc. to ISO 4400 T T
min. galigma basinct 1,5 bar Monostable
Koruma sinifi IP 65 d
monostabil
Valf cismi Aluminium alloy
Aciklama
Diger bilgiler, istek tGzerinedir.
Uriin
Baglanti Hava tahliye baglantisi Devre semasi numarasi Gerilim Kumanda Model ebadi
K- 07 15 01 00 M5 M5 300 32 24V DC 100
K- 07 15 01 01 G 1/8 G 1/8 500 32 24V DC 100
K- 07 15 01 02 G 1/8 G 1/8 750 32 24V DC 200
K- 07 1501 03 G 1/4 G1/4 850 32 24V DC 200
K- 07 15 01 04 G 1/4 G1/4 1300 32 24V DC 300
K- 07 15 01 05 G 3/8 G 3/8 1500 32 24V DC 300
K- 07 15 01 06 M5 M5 300 32 230V, 50 Hz 100
K- 07 15 01 07 G1/8 G1/8 500 32 230V, 50 Hz 100
K- 07 15 01 08 G1/8 G1/8 750 32 230V, 50 Hz 200
K- 07 15 01 09 G 1/4 G1/4 850 32 230V, 50 Hz 200
K- 07 1501 10 G 1/4 G1/4 1300 32 230V, 50 Hz 300
K- 07 1501 11 G 3/8 G 3/8 1500 32 230V, 50 Hz 300

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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