K-GMM H |
Glycerine-filled pressure gauges, connection on rear HANSA /FLEX

Ozellikler

Tip 213.40

Model Gliserin dolgulu boru yay1 manometresi

Uygulama For gaseous or liquid media which do not
corrode copper alloy,do not have high viscosity
and do not crystallise

Kalite sinifi 1,6 (9 63 mm), 1,0 (3 100 mm)

Akiskan sicakligi maks. +60 °C

Ortam sicakligi -20 °C ile +60 °C arasinda

Kivrimli halka CrNi steel

Goévde Pressed brass

Olgme birimi Copper alloy (& 63), Copper alloy < 100 bar\
nCrNi steel 1.4571 = 100 bar (@ 100)

Kontrol cami Plexiglass

Gosterge mekanizmasi  Copper alloy

Agiklama

Diger bilgiler, istek tGzerinedir.

Agiklama
Yiksek dinamik basing yikleri ve titresimleri olan dlgme yerleri igin
Uriin
Tanim Olgme alani %] Baglanti
(mm)
K- 07 20 02 56 -1/0.0 bar 100,0 G1/2"
K- 07 20 02 57 0-1.0 bar 100,0 G1/2"
K- 07 20 02 58 0-1.6 bar 100,0 G1/2"
K- 07 20 02 59 0-2.5bar 100,0 G1/2"
K- 07 20 02 60 0-4.0 bar 100,0 G 1/2"
K- 07 20 02 61 0-6.0 bar 100,0 G1/2"
K- 07 20 02 62 0-10.0 bar 100,0 G1/2"
K- 07 20 02 63 0-16.0 bar 100,0 G1/2"
K- 07 20 02 64 0-25.0 bar 100,0 G1/2"
K- 07 20 02 65 0 -40.0 bar 100,0 G1/2"
K- 07 20 02 66 0-60.0 bar 100,0 G 1/2"
K- 07 20 02 67 0-100.0 bar 100,0 G 1/2"
K- 07 20 02 68 0-160.0 bar 100,0 G 1/2"
K- 07 20 02 69 0 - 250.0 bar 100,0 G1/2"
K- 07 20 02 70 0 -400.0 bar 100,0 G1/2"
K- 07 20 02 71 0 -600.0 bar 100,0 G1/2"

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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