K-NEBELOELER PC-BEHAELTER HW G

Oil-mist lubricators with polycarbonate bowl, bowl guard and »HW«

mounting bracket HANSAVFLEX

A

Ozellikler
Girig basinci Max. 10 bar

- -

Akigkan sicakliyi  max. 70 °C
Ortam sicakhgi Max. 70 °C
Galigma basinci 0.5 -9 bar

Yalitim malzemesi NBR

Yay kapagdi POM
Govde Die-cast aluminium
Damla ortiist Brass/POM
Akis degeri 8lgiml At P1 = 8 bar, P2 = 6 bar and pressure drop Ap = 1

bar
Diger bilgiler User manual on request
Uriin
Tanim Mil Akis A =} C TR Model ebadi

(L/min) (mm) (mm) (mm)

K- 07 25 08 68 G1/4 2200 51,0 169,0 mm 44,0 125,0 300
K- 07 25 08 69 G 3/8 2650 51,0 169,0 mm 44,0 125,0 300
K- 07 2508 70 G1/2 2650 51,0 169,0 mm 44,0 125,0 300
K- 07 25 08 71 G 3/8 7500 68,0 190,0 mm 48,0 142,0 400
K- 07 25 08 72 G1/2 7500 68,0 190,0 mm 48,0 142,0 400
Aksesuar

Spare tanks »G«
K-ERSATZBEHAELTER G UND G-MINI poLY ~ Series and »G-

mini« Series

Polycarbonat
K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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