K-DV GEW B RAENDEL
Bidirectional flow control valves, air restriction at both ends (»B«),

screw connection HANSA[/F LEX

Ozellikler ¢
Calisma basinci maks. 10 bar

Sicaklik sahasi 0°Cto+70°C

igi bog vida, gevirme kolu, ayarlama vidasi Nickel-plated brass

I¢ parcalar Brass with a bare metal surface

Dudak contasi conta halkasi NBR P

Contalar (kaybedilmez) Polyamide (glass fibre-reinforced)

Aciklama

Diger bilgiler, istek tUzerinedir.

Agiklama

For regulation of a cylinder piston speed at both ends and control of flow rates. Designed as a banjo-type valve with a hollow bolt and ring piece for
mounting directly. <br>On the version with a knurled screw, the set volumetric flow rate can be locked with the hexagon nut to obtain a fixed setting.

Uriin
Tanim Baglanti C Mil SW B
(mm) (mm)
K- 07 15 25 16 M 5 female thread 11,5 M5 8 mm 38,9
K- 07 15 04 97 G 1/8 female thread 16,0 G 1/8 14 mm 42,0
K- 07 15 04 93 G 1/4 female thread 22,0 G 1/4 17 mm 51,0
K- 07 15 25 17 G 1/2 female thread 32,0 G1/2 26 mm 81,0
K- 07 1525 18 G 3/8 female thread 26,0 G 3/8 20 mm 63,0

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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