K-T-STECK VERS ASK DREH AG OR
Male branch tees with outer hex, swivel type, parallel male thread

With Oung HANSAVFLEX

Ozellikler L1

Galigma basinci  Max. 16 bar )

Isletim 1sis1 -20 °C to +150 °C —._l_. l I-l_.—
Malzeme Nikel kapli piring

Bastirma halkasi  Nickel-plated brass

Conta halkasi FKM (FPM)

=

Germe halkasi Stainless steel

Aciklama

Diger bilgiler, istek tUzerinedir.

Agiklama

Push-in fittings, manufactured entirely in nickel-plated brass. All parts with a parallel thread are supplied with an FPM O-ring.<br>All parts with
conical threads are coated with preCOTE 5 dispersion, all fittings in this series can thus also be used at high temperatures (medium compressed air).

Uriin

Tanim Mil Hortumun dis ¢api igin L1 L2 SW
(mm) (mm)

K- 07 40 28 04 G1/8 4 mm 42,0 28,0 14 mm

K- 07 40 28 05 G1/8 6 mm 46,0 28,0 14 mm

K- 07 40 28 03 G1/4 6 mm 48,0 33,0 17 mm

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
16.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



