K-DURCHGANGSVERTEILERDOSE
Through porting box with through-hole thread, PN 15 HANSA[/FLEX

Ozellikler

Galigma basinci  Max. 15 bar
Tork baglanti 4 Nm

Tork MS diglisi 12 Nm

Sicaklik sahasi  -10 °C to +50 °C

Govde Glass fibre-reinforced plastic
Digli Brass
Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

1, 2 or 3-way porting boxes made of high-strength glass fibre-reinforced plastic for a wide range of applications. Available with up to 3 couplings
and 2 inlet thread sizes. Optional through-hole thread at the bottom to facilitate the passage of the medium. All porting boxes have a robust, brass
threaded insert for high tightening torques, TUV certified. Suitable for almost any pneumatic application.

Uriin
Disli giris Gegis dislisi Baglanti dislisi

K- 07 40 48 04 G1/2" G1/2 1xG1/2
K- 07 40 48 05 G 1/2" G1/2 2xG1/2
K- 07 40 48 06 G 1/2" G1/2 3xG1/2
K- 07 40 48 07 G 3/4" G 3/4 1xG1/2
K- 07 40 48 08 G 3/4" G 3/4 2xG1/2
K- 07 40 48 09 G 3/4" G 3/4 3xG1/2

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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