3 BKRND L
3 Yollu Vana, Algak Basing HANSA[/FLEX

Ozellikler
Baglanti 1 - 3 BSP i¢ dis silindirik 1
Sizdirmaziik sekli1-3 Form A
Delme L-Form 2 3
Salter yolu 0°; 90°
Sicaklik sahasi Su: 0 °Cile + 150 °C
Hava: - 20 °C ile 150 °C arasinda 3 (B‘ : {D "
Yiizey korumasi nikelli i v
Malzeme Piring mahfaza a ag*
Aliminyum kol
Piring bilye, sert krom kapli

PTFE bilye contasi

Siparisle ilgili bilgiler

Baska Basing ve Sicaklik Degerlerinde mevcuttur.

Uriin
Tanim DN* Baglanti dislisi Calisma basinci
[CED)
3BKR 06 ND L 6 G 1/4"-19 25,0
3BKR10NDL 10 G 3/8"-19 25,0
3BKR13NDL 12 G 1/2"-14 25,0
3BKR20ND L 19 G 3/4"-14 25,0
3BKR25ND L 25 G1"-11 25,0
3BKR32NDL 31 G1.1/4"-11 25,0
3BKR40NDL 38 G1.1/2"-11 25,0
3BKR50ND L 50 G2"-11 25,0

DN = Nominal ¢ap, nominal genislik

Yedek Pargalar
ND GRIFF  Kiresel Vana Kolu

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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