WUH
Swyiricl, WUH HANSAVFLEX

Ozellikler
Model Siyirici M
Kayma hizi max. 4,0 m/s
Sicaklik min. -40 °C N R
Sicaklik max. 110 °C # E I p
Akigkanlar Mineral yag i i ",
Montaj Siyiriciyr bébrek seklinde sekillendirin ve giris

somununa bastirin L
Uygulama For the usage at higher pollution, for e.g.: B —

Mining

foundries
Malzeme PU 93° Shore A
Uriin
Tanim C TR d € H L

(mm) (mm) (mm) (mm) (mm) (mm)

WUH-26 32,0 34,0 26 5,00 8,7 4,0
WUH-30 36,0 38,0 30 5,00 8,7 4,0
WUH-32 38,0 40,0 32 5,00 8,7 4,0
WUH-36 42,0 44,0 36 5,00 8,7 4,0
WUH-40 46,0 48,0 40 5,00 8,7 4,0
WUH-45 51,0 53,0 45 5,00 8,7 4,0
WUH-50 56,0 58,0 50 5,00 8,7 4,0
WUH-52 58,0 60,0 52 5,00 8,7 4,0
WUH-56 62,0 64,0 56 5,00 8,7 4,0
WUH-60 66,0 68,0 60 5,00 8,7 4,0
WUH-68 74,0 76,0 68 5,00 8,7 4,0
WUH-70 76,0 78,0 70 5,00 8,7 4,0
WUH-75 81,0 83,0 75 5,00 8,7 4,0
WUH-80 86,0 88,0 80 5,00 8,7 4,0
WUH-100 107,0 110,0 100 8,10 11,7 6,3

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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