K-DRG MANO HANSA PRO
Pressure regulator, with pressure gauge, HANSA PRO HANSA[/FLEX

. B3
Ozellikler g :

Gikis basinci Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa 0,1 - 2
barPa 0,2 - 4 barPa 0,5 - 10 barPa 0,5 - 16 bar

Akigkan sicakhgi -10°Cto +50 °C

Ortam sicakhgi -10 °C to +50 °C =
Akiskanlar Basingli hava “ -
Model Diaphragm pressure regulator with relieving =

Sabitleme tiirii Line mounting, panel mounting, mounting kit or '

wall mounting
Galistirma / sigorta  lockable handwheel

Yerlestirme konumu  Any

Manometre baglantisi G 1/4 i
Nominal akis G 1/2  5.100 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P = 1

bar)

Nominal akis G 3/8  4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P = 1
bar)

Pe maks 16 bar

Govde PAG6

Membran, contalar Ms/NBR/PA6

Uriin

Tanim Baglanti Ayar araligi Gosterge alanlar Model ebadi
K- 07 25 21 36 G 3/8i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 37 G3/8i 0.1 -2 bar 0-2,5bar 2
K- 07 25 21 38 G3/8i 0.2 - 4 bar 0 - 6 bar 2
K- 07 25 21 39 G3/8i 0.5 - 8 bar 0-10 bar 2
K- 07 25 21 40 G3/8i 0.5- 10 bar 0 - 16 bar 2
K- 07 25 21 41 G 3/8i 0.5 - 16 bar 0 - 25 bar 2
K- 07 25 21 42 G 1/2i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 43 G 1/2i 0.1-2 bar 0-2,5bar 2
K- 07 25 21 44 G 1/2i 0.2 - 4 bar 0 -6 bar 2
K- 07 25 21 45 G1/2i 0.5 - 8 bar 0- 10 bar 2
K- 07 25 21 46 G1/2i 0.5 - 10 bar 0 - 16 bar 2
K- 07 25 21 47 G1/2i 0.5 - 16 bar 0 - 25 bar 2

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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