K-NEBELOELER HANSA PRO

Mist lubricator, HANSA PRO

HANSAVFLEX

Ozellikler

Giris basinci

Pe max. 16 bar

Akigkan sicakligi

-10°Cto +50 °C

Ortam sicakligi

-10 °C to +50 °C

Akiskanlar

Basingli hava

Model

After having suction pressure

Yerlestirme konumu

vertically

maks. yag doldurma miktari

80 cc

Nominal akis G 1/2

8.000 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis G 3/8

8.000 I/min (P1 = 6 bar/Delta P = 1 bar)

qv = yap tiirll igin yag dozajlamasi

1-2 drops / min (guideline)

Govde

PAG6

Damla ortisi

Polycarbonate
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Yag tiri CL 32 acc. to DIN 51517 - ISO VG 32

Uriin

Tanim Baglanti Kap Model ebadi
K- 07 25 21 84 G3/8i polycarbonate with protective cage 2

K- 07 25 21 85 G1/2i polycarbonate with protective cage 2

K- 07 25 21 86 G3/8i zinc with visual display 2

K- 07 25 21 87 G1/2i zinc with visual display 2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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