K-VERTEILER 3-FACH HANSA PRO

Distributor 3-fold with pressure switch, HANSA PRO

HANSAVFLEX

Ozellikler
Akiskan sicakligi

-10°Cto +50 °C

Ortam sicakligi

-10°Cto +50 °C

Akiskanlar Basingli hava

Sabitleme tiirii Line mounting, mounting kit or wall mounting
Yerlegtirme konumu Any

Ayarlama alani 0,3 -2 bar

Nominal akis G 1/2

11.000 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis G 3/8

7.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis arkada (P - E)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis Ustte (P - D)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis altta (P - B)

5.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Nominal akis én (P - C)

2.250 I/min (P1 = 6 bar/Delta P = 1 bar)
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PE maks 11 16 bar

Goévde PAG6

Uriin

Tanim Baglanti P + A Baglanti B Baglanti C Baglanti D Baglanti E catlama basinci Model ebadi
(CED)

K- 07 25 22 38 G3/8i G1/2i G3/8i G1/4i G3/8i 5 2

K- 07 25 22 39 G3/8i G1/2i G3/8i G1/4i G3/8i 10 2

K- 07 25 22 40 G3/8i G1/2i G3/8i G1/4i G3/8i 20 2

K- 07 25 22 41 G3/8i G1/2i G3/8i G1/4i G3/8i 25 2

K- 07 25 22 42 G1/2i G1/2i G3/8i G1/4i G3/8i 5 2

K- 07 25 22 43 G1/2i G1/2i G3/8i G1/4i G3/8i 10 2

K- 07 25 22 44 G1/2i G1/2i G3/8i G1/4i G3/8i 20 2

K- 07 25 22 45 G1/2i G1/2i G3/8i G1/4i G3/8i 25 2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
www.hansa-flex.com
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