K-WTEH 3-TEILIG HANSA PRO

3-part service unit, with manual/semi-automatic condensate drain and

pressure gauge, HANSA PRO HANSA[/FLEX

Ozellikler

Gikis basinci Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa
0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5 - 16 bar

Akiskan sicakligi -10 °C to +50 °C

Ortam sicakhgi -10 °C to +50 °C

Akigkanlar Basingli hava

Model Centrifugal filter membrane pressure
regulator with relieving, fog lubricator

Sabitleme tiirii Line mounting, panel mounting, mounting
kit or wall mounting

Calistirma / sigorta lockable handwheel

Yerlestirme konumu Vertical, drain down

Filtre hassasiyeti 5,00 pm

Manometre baglantisi G1/4i

maks. yogusma miktari 49 cc

maks. yagd doldurma miktari 80 cc

Nominal akig G 1/2 3.500 I/min (P1 =10 bar, P2 = 6,3 bar/
Delta P = 1 bar)
Nominal akig G 3/8 3.500 I/min (P1 =10 bar, P2 = 6,3 bar/

Delta P = 1 bar)
qv=1000 I/dak igin ya§ dozajlamasi 1-2 drops / min (guide"ne)

PE maks 12 16 bar

Filtre Unitesi Cellpor

Govde PAG6

Membran, contalar Ms/NBR/PAG6

Damla ortisi Polycarbonate

Yag tird CL 32 acc. to DIN 51517 - ISO VG 32
Uriin

Baglanti  Ayar araliyi  Gosterge alanlari Model ebadi  Yogusma tahliyesi

K-07252212 G3/8i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252213 G3/8i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252214 G3/8i 0.2 - 4 bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252215 G3/8i 0.5 - 8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252216 G 3/8i 0.5-10bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252217 G3/8i 0.5-16bar 0-25bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252218 G 1/2i 0.1-1 bar 0-1,6bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252219 G1/2i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252220 G1/2i 0.2 - 4 bar 0 -6 bar polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 22 21 G1/2i 0.5 - 8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252222 G1/2i 0.5-10bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252223 G1/2i 0.5-16bar 0-25bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252224 G3/8i 0.1-1 bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K-07252225 G3/8i 0.1 -2 bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252226 G3/8i 0.2 - 4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252227 G3/8i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252228 G3/8i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252229 G3/8i 0.5-16bar 0-25bar zinc with visual display 2 manual / semi-automatic
K-07252230 G1/2i 0.1-1 bar 0-1,6bar zinc with visual display 2 manual / semi-automatic
K- 07 25 22 31 G1/2i 0.1 -2 bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252232 G1/2i 0.2 - 4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252233 G1/2i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252234 G1/2i 0.5-10bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252235 G1/2i 0.5-16bar 0-25bar zinc with visual display 2 manual / semi-automatic

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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