
K-W90 DRV AS-FS
Speed controllers, 90°,connection plug, with built-in indicator

Titiz kontrole rağmen hatalar önlenemez ve sorumluluk altında bırakmayan bilgiler hakkında hiçbir sorumluluk kabul edilmez.
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Özellikler
maks. işletme basıncı 1 MPa
min. çalışma basıncı 0.10 MPa
Çıkışlar 1
Gelen hat sayısı 1
Hizalama gösterge penceresi 0°
Döner düğme rengi Blue
Kontrol basıncı 1,50 MPa
Kumanda Flow governing
Akışkan sıcaklığı -5 °C to +60 °C (ohne Gefrieren)
Ortam sıcaklığı -5 °C bis +60 °C (no freezing)
Akışkanlar Basınçlı hava
Hortum maddesi polyamid, soft polyamid, polyurethane, FEP,

PFA
Seri AS-FS
Diğer bilgiler large rotary knob with push-lock latch

larger free space under the hose
Lockable rotary knob, numeric display

Ürün
Tanım Model ebadı Bağlantı çıkış Bağlantı gelen hat Model İğne turları m başına ağırlık 
 (kg)
K- 07 30 30 54
K- 07 30 30 57
K- 07 30 30 55
K- 07 30 30 56
K- 07 30 30 62
K- 07 30 30 67
K- 07 30 30 58
K- 07 30 30 63
K- 07 30 30 59
K- 07 30 30 68
K- 07 30 30 64
K- 07 30 30 69
K- 07 30 30 60
K- 07 30 30 65
K- 07 30 30 70
K- 07 30 30 61
K- 07 30 30 66
K- 07 30 30 71
K- 07 30 30 72
K- 07 30 30 76
K- 07 30 30 73
K- 07 30 30 77
K- 07 30 30 74
K- 07 30 30 78
K- 07 30 30 75
K- 07 30 30 79
K- 07 30 30 82
K- 07 30 30 80
K- 07 30 30 83
K- 07 30 30 81
K- 07 30 30 84
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for hose outer-Ø2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø3.2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø12 mm
for hose outer-Ø16 mm
for hose outer-Ø16 mm

outer thread M 5
outer thread M 5
outer thread M 5
outer thread M 5
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread G 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2

with sealing ring
with sealing ring
with sealing ring
with sealing ring
Teflon coated
Teflon coated
Teflon coated
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
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0,007
0,007
0,007
0,008
0,007
0,023
0,013
0,023
0,014
0,014
0,023
0,023
0,015
0,024
0,024
0,016
0,025
0,025
0,038
0,038
0,038
0,038
0,029
0,029
0,041
0,062
0,062
0,064
0,064
0,068
0,068


