K-XV AG R
Double nipples, conical male thread HANSA[/FLEX

Ozellikler

Calisma basinci 10 bar

'

Akigkan sicakhd  max. +90 °C
Ortam sicakligi  Max. +90 °C

Malzeme Brass with a bare metal surface

Aciklama
The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Diger bilgiler, istek Uzerinedir.

Ek bilgiler
Further types and dimensions on request.
Uriin

Disli 1 Disli 2
K- 07 40 44 60 R 1/8 R 1/8 21,0 8,0 8,0 10 mm
K- 07 40 44 61 R 1/8 R 1/4 24,5 8,0 11,5 14 mm
K- 07 40 44 62 R 1/8 R 3/8 26,0 8,0 13,0 17 mm
K- 07 40 00 26 R 1/4 R 1/4 30,0 12,0 12,0 14 mm
K- 07 40 44 66 R 1/4 R 3/8 29,5 11,5 13,0 17 mm
K- 07 40 44 67 R 1/4 R 1/2 32,5 11,5 15,5 22 mm
K- 07 40 00 27 R 3/8 R 3/8 38,0 16,0 16,0 22 mm
K- 07 40 44 70 R 3/8 R 1/2 34,0 15,5 13,0 22 mm
K- 07 40 44 71 R 3/8 R 3/4 36,5 13,0 17,5 27 mm
K- 07 40 00 28 R 1/2 R 1/2 38,0 16,0 16,0 27 mm
K- 07 40 44 74 R 1/2 R 3/4 39,0 17,5 15,5 27 mm
K- 07 40 44 75 R 1/2 R 1 42,5 20,0 15,5 34 mm
K- 07 40 00 29 R 3/4 R 3/4 51,5 22,0 22,0 32 mm
K- 07 40 44 78 R 3/4 R 1 445 20,0 17,5 34 mm
K- 07 40 00 30 R1 R 1 47,0 19,5 19,5 41 mm

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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