HK BLAK
Kabarcik Deposu HANSA[/FLEX

Ozellikler

Model Montaj konumu tercihen dikey, gaz tarafi Ustte

Calisma basinci  maks. 350 bar
Sicaklik sahasi  Standart model -15 °C ila +80 °C

Malzeme Kabarcik: NBR standart model <"
- “

Aciklama
Gaz doldurma basinci p0 — 0,9 p1 ile 0,25 p2 arasinda (p1 = min. sistem basinci, p2 = maks. sistem basinci)
Tidm kabarcik depolari igin CE isareti
Onarim kitleri igin bakin HK BLAK REPKIT
Siparisle ilgili bilgiler
Basing deposu depodan bos olarak teslim edilir. Misteri istegine gére N2 dolumu igin ayri masraflar olusur.
Uriin
Tanim Gaz hacmi | p max. A B C gD gd E B aG Agirlik

(L) (bar) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)
HKBLAK 1.0350 114 1,0 350 334 216 54 114 35 64 G 1.1/4" 53 7,0
HKBLAK 2.5 350114 25 350 533 415 54 114 35 64 G 1.1/4" 53 10,0
HK BLAK 4.0 350 114 4,0 350 420 302 54 168 35 64 G 1.1/4" 53 16,5
HK BLAK 5.0 350 114 5,0 350 882 764 54 114 35 64 G 1.1/4" 53 17,0
HK BLAK 6.0 350 114 6,0 350 546 428 54 168 35 64 G 1.1/4" 53 20,0
HK BLAK 10.0 350 2 10,0 350 811 693 54 168 35 64 G 1.1/4" 53 28,0
HK BLAK 10.0 330 K2 10,0 330 571 415 54 220 35 102 G2" 76 32,0
HK BLAK 20.0 330 2 20,0 330 881 725 54 220 35 102 G2" 76 53,0
HK BLAK 32.0 330 2 32,0 330 1406 1250 54 220 35 102 G2" 76 85,0
HK BLAK 50.0 330 2 50,0 330 1921 1765 54 220 35 102 G2" 76 123,0

pmax = maks. galisma basinci

Aksesuar

HK SAB M  El Tahliyeli Guvenlik ve Kilitleme Blogu

HK CD Depo Bilezigi

HK CE Depo Bilezigi

HK KONS  Kabarcik Deposu igin Konsol

HK AS Guvenlik ve Kilitteme Blogu i¢in Depo Adaptori

HK ADA S Basing deposu igin 6lgme adaptori

Yedek Pargalar
HK BLAK REPKIT  Kabarcik Deposu icin Onarim Kiti

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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