FI HD GEH
Yuksek basincl filtre mahfazasi 400bar HANSA[/FLEX

Ozellikler .o i
Model baypas valfsiz, kirlenme gdstergesiz 5l A 24 14
Sicaklk min. 10 °C l ‘
Sicaklik max. 120 °C .

N = oL
Malzeme GGG filtre basi
Caligma basinci  maks. 400 bar
Teslimat kapsami filtre Uinitesiz [ :.r ~

sw
an

Aciklama

Olgi "L": filtre elemanini degistirmek igin gereken bos alan

Agiklama
Boru hatti montaji i¢in basing filtresi
M20 x 1,5 kirlenme gdstergesinin baglantisi vidayla kilitlenmistir

Siparigle ilgili bilgiler

Filtre Unitesi dahil degildir! Lutfen ayri olarak siparis edin.

Uriin
Filtre tipi igin Agirhk

(kg)

FI HD GEH N 040 050 G12  FI HD 040, 050 G1/2" 80,0 189,0 31,0 92,0 66,0 400 27 3,6

FI HD GEH N 070 090 G34 FI HD 070, 090 G 3/4" 80,0 267,0 31,0 92,0 66,0 400 27 3,9

FI HD GEH N 085 100 G34 FI HD 085, 100 G 3/4" 80,0 343,0 31,0 92,0 66,0 400 27 5,1

FIHD GEH N 170 195 G114  FI HD 150, 170 G 1.1/4" 110,0 284,0 46,0 143,5 109,0 400 30 8,5

FIHD GEH N 260 300 G114  FI HD 260, 300 G 1.1/4" 110,0 409,0 46,0 143,5 109,0 400 30 15,3

BD = Calisma basinci

Aksesuar
HK VA PIS M Mekanik kirlenme gdstergesi
HK VA PIS EL  Elektrikli kirlenme gostergesi

asagidaki Uriinlerin yedek pargasidir
FI HD 400 Yiksek basingli filtre 400bar

Ek elemanlar
FI HD E MA  Yiksek basing filtresi MA igin filtre Gnitesi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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