HK PBA
EQdri eksen eksenel piston pompasi HANSA[/FLEX

Ozellikler

Model Sabit pompa
Contalar Viton
Sizan yag baglantisi G 3/8"

Digli basing tarafi G 3/4", maks. 63 VFU ccm
G 1", 80 VFU ccm ve Ustl

Digli emme tarafi G 3/4", maks. 63 VFU ccm
G 1", 80 VFU ccm ve Ustl

Teslimat kapsami  Emis mansonu ve denetim hortumu dahil

Aciklama

Fixed displacement pump — hole pattern 80 x 80 — dia. 80 — shaft 8x32x16 ISO 14 — threaded fitting

Suction socket @ 51.8 mm for HK PBA *** 51SF,

Suction socket @ 64.5 mm for HK PBA *** 64SF

Changing rotational direction can be done by changing the setting screw and suction socket. Details can be found in the accompanying instructions.

Uriin

VFU p2 max. p3 max. Devirsayisi Devir sayisi TR Dénme yoni  E Agirlik

min. max.

(cc)  (bar) (bar) (rpm) (rpm) ()
HKPBA005L 8051SF 5 350 400 500 3300 195 104 76 108  sola dogru 54 8,7
HKPBA012L 8051 SF 12 350 400 500 3100 195 104 76 108  sola dogru 54 9,4
HKPBA018L 8051 SF 18 350 400 500 2900 195 104 76 108  sola dogru 54 9,4
HKPBA025L 8051SF 25 350 400 500 2700 195 104 76 108  sola dogru 54 10,0
HK PBA 032 L 8051 SF 32 350 400 500 2700 202 108 82 108  sola dogru 54 11,0
HK PBA 040 L 80 51 SF 40 350 400 500 2500 202 108 82 108  sola dogru 54 11,0
HK PBA 050 L 80 51 SF 50 350 400 500 2500 215 118 94 108  sola dogru 54 11,5
HK PBA 056 L 80 51 SF 56 350 400 500 2300 215 118 94 108  sola dogru 54 12,0
HK PBA 063 L 8051 SF 63 350 400 500 2300 215 118 94 108  sola dogru 54 12,0
HK PBA 080 L 8051 SF 80 350 400 500 2100 242 132 104 122 sola dogru 60 15,5
HK PBA 080 L 80 64 SF 80 350 400 500 2100 242 132 104 122 sola dogru 60 15,5
HK PBA 108 L 80 51 SF 108 350 400 500 1900 242 132 105 122 sola dogru 60 16,0
HK PBA 108 L 80 64 SF 108 350 400 500 1900 242 132 105 122 sola dogru 60 16,0
HKPBA 130 LR 80 51 SF 130 350 400 500 1750 242 132 105 122 ters gevrilebilir 60 17,0
HKPBA 130 LR 8064 SF 130 350 400 500 1750 242 132 105 122 ters gevrilebilir 60 17,0

p2 = Galisma basinci — p3 = Azami basing

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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