HK HM BMM
Gerotor motoru BMM CN HANSA[/FLEX

Ozellikler HK HM BMM
Baglant Arka yag baglantilari: A+ B =G 3/8 N L
", sizan yag = G 1/8" Port N
- A |
Model Economy variant i 11
Contalar NBR 11—
Mil @ 16mm % £
P8 (i 8

Sizan yag hattiyla girig ve geri gidig basinci max. 140 bar

Uriin

Akis Yutma Devir Devir Basing Pmax. at Pmax. at

max. hacmi sayisi sayis| dususleri 100-300 300-600

min. NEVE max. rpm rpm

(L/min) (cc) (rpm) (rpm) - (bar) (bar) [CED)
HKHMBMM 008 16 8,2 50 1950 11 100 140 90 30 15 105 19
HKHMBMM 012 20 12,9 40 1550 16 100 140 90 30 15 107 2,0
HKHMBMM 020 20 19,9 30 1000 25 100 140 90 30 15 110 21
HKHMBMM 032 20 31,8 30 630 40 100 140 90 30 - 115 22
HKHMBMM 040 20 39,8 25 500 45 90 140 90 30 - 118 23
HKHMBMM 050 20 50,3 20 400 46 70 140 90 - - 123 24

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Siirekli galisma igin tork degerleri ve basing diistsleri gegerlidir

Aksesuar
HK EPMM F  Gerotor motoru flansi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
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