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属性
结构类型 弯管 90°
标准 DIN 2391/C
原料 钢 ST 37.4 NBK (1.0255)
表面保护 经磷化和加润滑油处理

描述
无缝90°弯管确保最小的流量损失。

货品
名称 管外径-Ø 内径-Ø S 弯曲半径 R a b L1 L2 
 (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
RB 14-1.5
RB 15-1.5
RB 15-2
RB 16-2
RB 18-1.5
RB 18-2
RB 20-2
RB 20-2.5
RB 20-3
RB 22-1.5
RB 22-2
RB 22-2.5
RB 22-3.5
RB 25-2
RB 25-2.5
RB 25-3
RB 25-4
RB 28-1.5
RB 28-2
RB 28-3
RB 30-2.5
RB 30-3
RB 30-4
RB 35-2
RB 35-3
RB 38-2.5
RB 38-3
RB 38-4
RB 38-5
RB 42-2
RB 42-3
RB 50-6
RB 65-8
RB 80-10

14,0
15,0
15,0
16,0
18,0
18,0
20,0
20,0
20,0
22,0
22,0
22,0
22,0
25,0
25,0
25,0
25,0
28,0
28,0
28,0
30,0
30,0
30,0
35,0
35,0
38,0
38,0
38,0
38,0
42,0
42,0
50,0
65,0
80,0

11,0
12,0
11,0
12,0
15,0
14,0
16,0
15,0
14,0
19,0
18,0
17,0
15,0
21,0
20,0
19,0
17,0
25,0
24,0
22,0
25,0
24,0
22,0
31,0
29,0
33,0
32,0
30,0
28,0
38,0
36,0
38,0
49,0
60,0

1,50
1,50
2,00
2,00
1,50
2,00
2,00
2,50
3,00
1,50
2,00
2,50
3,50
2,00
2,50
3,00
4,00
1,50
2,00
3,00
2,50
3,00
4,00
2,00
3,00
2,50
3,00
4,00
5,00
2,00
3,00
6,00
8,00
10,00

30
30
30
30
36
36
36
36
36
38
38
38
38
44
44
44
44
48
48
48
50
50
50
60
60
65
65
65
65
80
80
210
210
150

200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
100,0
110,0
120,0

40,0
40,0
40,0
40,0
35,0
35,0
45,0
45,0
45,0
40,0
40,0
40,0
40,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
60,0
60,0
60,0
65,0
65,0
75,0
75,0
75,0
75,0
85,0
85,0
100,0
110,0
120,0

230,0
230,0
230,0
230,0
236,0
236,0
236,0
236,0
236,0
238,0
238,0
238,0
238,0
244,0
244,0
244,0
244,0
248,0
248,0
248,0
250,0
250,0
250,0
260,0
260,0
265,0
265,0
265,0
265,0
280,0
280,0
310,0
320,0
330,0

70,0
70,0
70,0
70,0
71,0
72,0
81,0
81,0
81,0
78,0
78,0
78,0
78,0
94,0
94,0
94,0
94,0
98,0
98,0
98,0
110,0
110,0
110,0
125,0
125,0
140,0
140,0
140,0
140,0
165,0
165,0
310,0
320,0
330,0


