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Z£ign Pipe spring pressure gauge without glycerine filling
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REEH medium max. +60 °C
Ambient -20 °C to +60 °C
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RMM 63-0.6 63 0..0,6 2,5 G 1/4"-19
RMM 63-1 63 0..1 2,5 G1/4"-19
RMM 63-1.6 63 0..1,6 2,5 G 1/4"-19
RMM 63-2.5 63 0..2,5 2,5 G 1/4"-19
RMM 63-4 63 0..4 2,5 G 1/4"-19
RMM 63-06 63 0..6 2,5 G 1/4"-19
RMM 63-10 63 0...10 2,5 G 1/4"-19
RMM 63-16 63 0...16 2,5 G 1/4"-19
RMM 63-25 63 0..25 2,5 G1/4"-19
RMM 63-40 63 0...40 2,5 G1/4"-19
RMM 63-60 63 0...60 2,5 G 1/4"-19
RMM 63-100 63 0...100 2,5 G 1/4"-19
RMM 63-160 63 0...160 2,5 G 1/4"-19
RMM 63-250 63 0...250 2,5 G 1/4"-19
RMM 63-315 63 0...315 2,5 G 1/4"-19
RMM 63-400 63 0...400 2,5 G1/4"-19

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
09.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



