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属性
应用范围 低压范围内软管固定
原料 不锈钢

货品
名称 张紧范围(mm) 浮动范围 
 (mm)

2 OK 3-5 VA
2 OK 3.1-4.1 VA
2 OK 3.5-4.5 VA
2 OK 5-7 VA
2 OK 7-9 VA
2 OK 8-11 VA
2 OK 9-11 VA
2 OK 11-13 VA
2 OK 13-15 VA
2 OK 15-17 VA
2 OK 15-18 VA
2 OK 17-20 VA
2 OK 18-21 VA
2 OK 19-22 VA
2 OK 20-23 VA
2 OK 22-25 VA
2 OK 23-27 VA
2 OK 25-28 VA
2 OK 27-31 VA
2 OK 28-31 VA
2 OK 31-34 VA
2 OK 34-37 VA
2 OK 37-40 VA
2 OK 40-43 VA
2 OK 43-46 VA

3,4 - 5,0
3,1 - 4,1
3,5 - 4,5
5,0 - 7,0
7,0 - 9,0
8,0 - 11,0
9,0 - 11,0
11,0 - 13,0
13,0 - 15,0
15,0 - 17,0
15,0 - 18,0
17,0 - 20,0
18,0 - 21,0
18,1 - 22,0
20,0 - 23,0
22,0 - 25,0
23,0 - 27,0
25,0 - 28,0
26,3 - 31,0
28,0 - 31,0
31,0 - 34,0
34,0 - 37,0
37,0 - 40,0
40,0 - 43,0
43,0 - 46,0

5,0
3,5
3,5
6,0
6,0
7,0
6,5
6,5
7,0
7,5
7,5
7,5
8,0
9,0
8,0
8,5
8,5
9,0
10,0
9,0
9,5
9,5
10,0
10,0
10,0

产品变体
2 OK 2耳夹, 电镀涂层
2 OK VC 2耳夹, 铬抛光镀锌


