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The Safety Unit serves as a device for the protection, shut off and discharge of hydro accumulators. It is designed according to

PED 2014/68/EU, article 3 paragraph 3, manufactured and considered to the European safety regulations for the operation of hydraulic accumulators. The
discharge of the accumulator is manually by a ball valve or a relief valve.
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HK DI 10 M 100 B 100 1/4" 1/2" EREEsE0 M 33x2 1/2" 2,9

HK DI 10 M 200 B 200 1/4" 1/2" EHEETEO M 33x2 1/2" 2,9

HKDI10M 210 B 211 1/4" 1/2" EHEETENO M 33x2 1/2" 29

HK DI 10 M 250 B 250 1/4" 1/2" EREST1ENO M 33x2 1/2" 29

HK DI 10 M 330 B 330 1/4" 1/2" EREST1ENO M 33x2 1/2" 2,4

pmax: R BWEBEERTH, - EFESBAMNNBERMNEIERREND

M

HK AS L2 MPUERNEREESERES
HKMSM FFCHEE N ELEESH PR

RERT 7 RAFF BRI ETLHEBRK £ 1RAY ATBE 3T AT R A915 B B #E K 2\ | T AR FH Ao
06.08.2025 HANSA-FLEX AG www.hansa-flex.com 1



