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Safety ball valves
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属性
工作温度 0 °C to +60 °C
螺纹描述 Rp thread acc. to ISO 7-1
密封材料 PTFE
壳体,球体,主轴,密封压盖 Nickel-plated brass
手柄 Die-cast aluminium, black
原料 sealing: PTFE

提示
其它数据应客户要求提供。

描述
2/2-way brass safety ball valves. Specially designed for pneumatic applications. The ball valve shuts off the supply side and relieves the application
into the atmosphere.

货品
名称 DN 螺纹 A B L 20 摄氏度时的最大操作压力 
 (mm) (mm) (mm) (bar)
K- 07 30 21 08
K- 07 30 21 09
K- 07 30 21 10
K- 07 30 21 11
K- 07 30 21 12
K- 07 30 21 13
K- 07 30 21 14
K- 07 30 21 15

8
10
15
20
25
32
40
50

Rp 1/4
Rp 3/8
Rp 1/2
Rp 3/4
Rp 1
Rp 1 1/4
Rp 1 1/2
Rp 2

100,0
100,0
100,0
120,0
120,0
150,0
150,0
175,0

61,0
61,0
64,0
76,0
80,0
98,0
104,0
119,0

52,0
55,0
69,0
77,0
89,0
103,0
114,0
134,0

12
12
12
12
12
12
12
12


