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属性
应用 Compressed air and other non-toxic, neutral and non-

flammable gases may escape freely. Not suitable for
steam.

工作压力 0.5 - 20 bar
工作温度 max. 180 °C
弹簧罩 Brass (up to G 1) / cast iron (powder coated blue G 1 1/4

or larger)
阀体 Brass

提示
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
其它数据应客户要求提供。

描述
Proportional, spring-loaded safety valves with a lifting device. Type-tested acc. to VdTÜV Specification for safety valves 100. Exceptionally
reliable, even when installed in extreme environments (vibration-resistant design).

附加信息
Important information: These valves are type-tested and are only allowed to be delivered with a fixed setting.

货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)
K- 07 30 16 19
K- 07 30 16 20
K- 07 30 16 21
K- 07 30 16 22
K- 07 30 16 23
K- 07 30 16 24
K- 07 30 16 25
K- 07 30 16 26
K- 07 30 16 27
K- 07 30 16 28
K- 07 30 16 29
K- 07 30 16 30
K- 07 30 16 52
K- 07 30 16 53
K- 07 30 16 54
K- 07 30 16 55
K- 07 30 16 56
K- 07 30 16 57
K- 07 30 16 58
K- 07 30 16 65
K- 07 30 16 66
K- 07 30 16 67
K- 07 30 16 68
K- 07 30 16 69
K- 07 30 16 71
K- 07 30 16 72
K- 07 30 16 73
K- 07 30 16 74
K- 07 30 16 75
K- 07 30 16 76
K- 07 30 16 77
K- 07 30 16 78
K- 07 30 16 79
K- 07 30 16 80
K- 07 30 16 81
K- 07 30 16 82

G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"

0.5 bar
0.6 bar
0.8 bar
0.9 bar
1.0 bar
1.1 bar
1.2 bar
1.3 bar
1.5 bar
1.6 bar
1.7 bar
1.8 bar
2.0 bar
2.1 bar
2.2 bar
2.5 bar
2.6 bar
2.7 bar
2.9 bar
3.0 bar
3.1 bar
3.2 bar
3.5 bar
3.9 bar
4.0 bar
4.3 bar
4.5 bar
5.0 bar
5.2 bar
5.3 bar
5.4 bar
5.5 bar
6.0 bar
6.3 bar
6.4 bar
6.5 bar

10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0

138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0

53 - 786 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
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货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)

K- 07 30 16 83
K- 07 30 16 84
K- 07 30 16 85
K- 07 30 16 86
K- 07 30 16 87
K- 07 30 16 88
K- 07 30 16 89
K- 07 30 16 90
K- 07 30 16 91
K- 07 30 16 31
K- 07 30 16 32
K- 07 30 16 33
K- 07 30 16 34
K- 07 30 16 35
K- 07 30 16 36
K- 07 30 16 37
K- 07 30 16 38
K- 07 30 16 39
K- 07 30 16 40
K- 07 30 16 41
K- 07 30 16 42
K- 07 30 16 43
K- 07 30 16 44
K- 07 30 16 45
K- 07 30 16 46
K- 07 30 16 47
K- 07 30 16 48
K- 07 30 16 49
K- 07 30 16 50
K- 07 30 16 51
K- 07 30 16 59
K- 07 30 16 60
K- 07 30 16 61
K- 07 30 16 62
K- 07 30 16 63
K- 07 30 16 64
K- 07 30 16 70
K- 07 30 16 92
K- 07 30 16 93
K- 07 30 16 94
K- 07 30 16 95
K- 07 30 16 96
K- 07 30 16 97
K- 07 30 16 98
K- 07 30 16 99
K- 07 30 17 00
K- 07 30 17 01
K- 07 30 17 24
K- 07 30 17 25
K- 07 30 17 26
K- 07 30 17 27
K- 07 30 17 32
K- 07 30 17 33
K- 07 30 17 35
K- 07 30 17 36
K- 07 30 17 37
K- 07 30 17 38
K- 07 30 17 39
K- 07 30 17 40
K- 07 30 17 41
K- 07 30 17 42
K- 07 30 17 43
K- 07 30 17 44

G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 1/2"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"

6.6 bar
7.0 bar
7.5 bar
7.9 bar
8.0 bar
8.5 bar
9.0 bar
9.1 bar
9.5 bar
10.0 bar
10.5 bar
10.9 bar
11.0 bar
11.5 bar
11.7 bar
12.0 bar
12.5 bar
13.0 bar
13.5 bar
14.0 bar
14.3 bar
14.5 bar
14.7 bar
15.0 bar
16.0 bar
16.5 bar
17.0 bar
18.0 bar
19.5 bar
19.8 bar
20.0 bar
21.0 bar
24.0 bar
24.5 bar
25.0 bar
26.0 bar
30.0 bar
0.5 bar
0.6 bar
0.7 bar
0.8 bar
0.9 bar
1.0 bar
1.2 bar
1.3 bar
1.5 bar
1.6 bar
2.0 bar
2.5 bar
2.6 bar
2.7 bar
3.0 bar
3.5 bar
4.0 bar
4.5 bar
5.0 bar
6.0 bar
6.4 bar
6.5 bar
6.8 bar
7.0 bar
8.0 bar
8.3 bar

10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
10,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0

138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
138,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
53 - 786 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
79 - 1172 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
27
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
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货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)

K- 07 30 17 45
K- 07 30 17 46
K- 07 30 17 47
K- 07 30 17 48
K- 07 30 17 49
K- 07 30 17 50
K- 07 30 17 02
K- 07 30 17 03
K- 07 30 17 04
K- 07 30 17 05
K- 07 30 17 06
K- 07 30 17 07
K- 07 30 17 08
K- 07 30 17 09
K- 07 30 17 10
K- 07 30 17 11
K- 07 30 17 12
K- 07 30 17 13
K- 07 30 17 14
K- 07 30 17 15
K- 07 30 17 16
K- 07 30 17 17
K- 07 30 17 18
K- 07 30 17 19
K- 07 30 17 20
K- 07 30 17 21
K- 07 30 17 22
K- 07 30 17 23
K- 07 30 17 28
K- 07 30 17 29
K- 07 30 17 30
K- 07 30 17 31
K- 07 30 17 34
K- 07 30 17 51
K- 07 30 17 52
K- 07 30 17 53
K- 07 30 17 54
K- 07 30 17 55
K- 07 30 17 56
K- 07 30 17 57
K- 07 30 17 58
K- 07 30 17 59
K- 07 30 17 60
K- 07 30 17 61
K- 07 30 17 62
K- 07 30 17 81
K- 07 30 17 82
K- 07 30 17 83
K- 07 30 17 84
K- 07 30 17 85
K- 07 30 17 86
K- 07 30 17 92
K- 07 30 17 93
K- 07 30 17 94
K- 07 30 17 95
K- 07 30 17 96
K- 07 30 17 98
K- 07 30 17 99
K- 07 30 18 00
K- 07 30 18 01
K- 07 30 18 02
K- 07 30 18 03
K- 07 30 18 04

G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"

8.5 bar
8.6 bar
8.8 bar
9.0 bar
9.3 bar
9.5 bar
10.0 bar
10.5 bar
10.6 bar
11.0 bar
11.5 bar
12.0 bar
12.5 bar
13.0 bar
14.0 bar
14.2 bar
14.5 bar
15.0 bar
15.5 bar
15.8 bar
16.0 bar
16.5 bar
17.0 bar
17.5 bar
18.0 bar
18.5 bar
19.0 bar
19.5 bar
20.0 bar
21.0 bar
22.0 bar
25.0 bar
30.0 bar
0.5 bar
0.6 bar
0.7 bar
0.8 bar
0.9 bar
1.0 bar
1.2 bar
1.3 bar
1.5 bar
1.6 bar
1.7 bar
1.8 bar
2.0 bar
2.2 bar
2.3 bar
2.5 bar
2.7 bar
2.9 bar
3.0 bar
3.2 bar
3.4 bar
3.5 bar
3.9 bar
4.0 bar
4.5 bar
4.7 bar
5.0 bar
5.4 bar
5.5 bar
5.7 bar

15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
15,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0

153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
153,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0

-
-
-
-
-
-
-
-
-
-
-
-
79 - 1172 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
213 - 3148 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
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货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)

K- 07 30 18 05
K- 07 30 18 06
K- 07 30 18 07
K- 07 30 18 08
K- 07 30 18 09
K- 07 30 18 10
K- 07 30 18 11
K- 07 30 18 12
K- 07 30 18 13
K- 07 30 18 14
K- 07 30 18 15
K- 07 30 18 16
K- 07 30 18 17
K- 07 30 18 18
K- 07 30 18 19
K- 07 30 18 20
K- 07 30 18 21
K- 07 30 18 22
K- 07 30 18 23
K- 07 30 17 63
K- 07 30 17 64
K- 07 30 17 65
K- 07 30 17 66
K- 07 30 17 67
K- 07 30 17 68
K- 07 30 17 69
K- 07 30 17 70
K- 07 30 17 71
K- 07 30 17 72
K- 07 30 17 73
K- 07 30 17 74
K- 07 30 17 75
K- 07 30 17 76
K- 07 30 17 77
K- 07 30 17 78
K- 07 30 17 79
K- 07 30 17 80
K- 07 30 17 87
K- 07 30 17 88
K- 07 30 17 89
K- 07 30 17 90
K- 07 30 17 91
K- 07 30 17 97
K- 07 30 18 24
K- 07 30 18 25
K- 07 30 18 26
K- 07 30 18 27
K- 07 30 18 28
K- 07 30 18 29
K- 07 30 18 30
K- 07 30 18 31
K- 07 30 18 47
K- 07 30 18 48
K- 07 30 18 49
K- 07 30 18 50
K- 07 30 18 54
K- 07 30 18 55
K- 07 30 18 56
K- 07 30 18 57
K- 07 30 18 58
K- 07 30 18 59
K- 07 30 18 60
K- 07 30 18 61

G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"

6.0 bar
6.2 bar
6.3 bar
6.5 bar
6.6 bar
6.9 bar
7.0 bar
7.2 bar
7.5 bar
7.6 bar
7.8 bar
8.0 bar
8.2 bar
8.5 bar
8.8 bar
9.0 bar
9.2 bar
9.5 bar
9.8 bar
10.0 bar
10.5 bar
11.0 bar
11.5 bar
12.0 bar
12.5 bar
13.0 bar
13.5 bar
14.0 bar
14.5 bar
14.8 bar
15.0 bar
15.3 bar
15.5 bar
16.0 bar
16.5 bar
17.0 bar
18.0 bar
20.0 bar
21.0 bar
25.0 bar
27.0 bar
28.0 bar
30.0 bar
0.5 bar
0.7 bar
0.9 bar
1.0 bar
1.2 bar
1.3 bar
1.5 bar
1.8 bar
2.0 bar
2.1 bar
2.2 bar
2.5 bar
3.0 bar
3.1 bar
5.0 bar
5.7 bar
6.0 bar
6.6 bar
6.8 bar
7.0 bar

20,0
20,0
20,0
20,0
20,0
20,0
20,0
-
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
20,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0

185,0
185,0
185,0
185,0
185,0
185,0
185,0
-
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
185,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
213 - 3148 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
334 - 4930 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

41
41
41
41
41
41
41
-
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
41
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
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货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)

K- 07 30 18 62
K- 07 30 18 63
K- 07 30 18 64
K- 07 30 18 65
K- 07 30 18 66
K- 07 30 18 67
K- 07 30 18 68
K- 07 30 18 69
K- 07 30 18 32
K- 07 30 18 33
K- 07 30 18 34
K- 07 30 18 35
K- 07 30 18 36
K- 07 30 18 37
K- 07 30 18 38
K- 07 30 18 39
K- 07 30 18 40
K- 07 30 18 41
K- 07 30 18 42
K- 07 30 18 43
K- 07 30 18 44
K- 07 30 18 45
K- 07 30 18 46
K- 07 30 18 51
K- 07 30 18 52
K- 07 30 18 53
K- 07 30 18 70
K- 07 30 18 71
K- 07 30 18 72
K- 07 30 18 73
K- 07 30 18 74
K- 07 30 18 75
K- 07 30 18 76
K- 07 30 18 87
K- 07 30 18 88
K- 07 30 18 89
K- 07 30 18 90
K- 07 30 18 91
K- 07 30 18 93
K- 07 30 18 94
K- 07 30 18 95
K- 07 30 18 96
K- 07 30 18 97
K- 07 30 18 98
K- 07 30 18 99
K- 07 30 19 00
K- 07 30 19 01
K- 07 30 19 02
K- 07 30 19 03
K- 07 30 19 04
K- 07 30 19 05
K- 07 30 19 06
K- 07 30 19 07
K- 07 30 19 08
K- 07 30 19 09
K- 07 30 19 10
K- 07 30 19 11
K- 07 30 19 12
K- 07 30 19 13
K- 07 30 19 14
K- 07 30 19 15
K- 07 30 19 16
K- 07 30 18 78

G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/4"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"

7.5 bar
7.7 bar
8.0 bar
8.2 bar
8.5 bar
8.8 bar
9.0 bar
9.3 bar
10.0 bar
10.5 bar
11.0 bar
11.5 bar
11.8 bar
12.0 bar
13.0 bar
13.2 bar
14.0 bar
14.5 bar
15.0 bar
16.0 bar
17.0 bar
17.5 bar
18.0 bar
20.0 bar
23.0 bar
25.0 bar
0.5 bar
0.6 bar
0.8 bar
0.9 bar
1.0 bar
1.2 bar
1.5 bar
2.0 bar
2.1 bar
2.3 bar
2.5 bar
2.6 bar
3.0 bar
3.2 bar
3.3 bar
3.5 bar
3.7 bar
3.9 bar
4.0 bar
4.2 bar
4.5 bar
5.0 bar
5.5 bar
6.0 bar
6.5 bar
6.8 bar
7.0 bar
8.0 bar
8.2 bar
8.4 bar
8.5 bar
8.6 bar
8.8 bar
9.0 bar
9.3 bar
9.5 bar
10.0 bar

25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0

231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
231,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
334 - 4930 Nm3/h
-
-
-
-
-
-
-
-
-
-
546 - 8060 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60
60



K-HOCHLEIST SICHERHEITSVEN
High-pressure safety valves

尽管经过了仔细审阅,但我们无法完全排除发生错误的可能,对所提供的信息数据本公司不承担任何责任。
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货品
名称 螺纹 起动压力 do H 功率 SW 
 (mm) (mm) (mm)

K- 07 30 18 79
K- 07 30 18 80
K- 07 30 18 81
K- 07 30 18 82
K- 07 30 18 83
K- 07 30 18 84
K- 07 30 18 85
K- 07 30 18 86
K- 07 30 18 92
K- 07 30 19 17
K- 07 30 19 18
K- 07 30 19 19
K- 07 30 19 20
K- 07 30 19 21
K- 07 30 19 22
K- 07 30 19 23
K- 07 30 19 24
K- 07 30 19 38
K- 07 30 19 39
K- 07 30 19 40
K- 07 30 19 41
K- 07 30 19 42
K- 07 30 19 44
K- 07 30 19 45
K- 07 30 19 46
K- 07 30 19 47
K- 07 30 19 48
K- 07 30 19 49
K- 07 30 19 50
K- 07 30 19 51
K- 07 30 19 52
K- 07 30 19 53
K- 07 30 19 54
K- 07 30 19 55
K- 07 30 19 56
K- 07 30 19 57
K- 07 30 19 58
K- 07 30 19 59
K- 07 30 19 60
K- 07 30 19 61
K- 07 30 19 62
K- 07 30 19 63
K- 07 30 19 64
K- 07 30 19 65
K- 07 30 19 66
K- 07 30 19 67
K- 07 30 19 25
K- 07 30 19 26
K- 07 30 19 27
K- 07 30 19 28
K- 07 30 19 29
K- 07 30 19 30
K- 07 30 19 31
K- 07 30 19 32
K- 07 30 19 33
K- 07 30 19 34
K- 07 30 19 35
K- 07 30 19 36
K- 07 30 19 37
K- 07 30 19 43
K- 07 30 18 77

G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 1 1/2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 2"
G 1 1/2"

10.4 bar
10.5 bar
11.0 bar
12.0 bar
15.0 bar
16.0 bar
17.0 bar
19.0 bar
20.0 bar
0.5 bar
0.8 bar
0.9 bar
1.0 bar
1.3 bar
1.5 bar
1.6 bar
1.8 bar
2.0 bar
2.1 bar
2.5 bar
2.6 bar
2.8 bar
3.0 bar
3.5 bar
3.7 bar
3.8 bar
3.9 bar
4.0 bar
4.5 bar
4.8 bar
5.0 bar
5.5 bar
6.0 bar
6.4 bar
6.8 bar
7.0 bar
7.2 bar
7.5 bar
8.0 bar
8.5 bar
8.8 bar
9.0 bar
9.3 bar
9.5 bar
9.7 bar
9.8 bar
10.0 bar
10.2 bar
10.5 bar
11.0 bar
12.0 bar
13.0 bar
14.0 bar
15.0 bar
16.0 bar
17.0 bar
17.6 bar
18.0 bar
19.0 bar
20.0 bar
1.8 bar

32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
32,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
40,0
32,0

293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
293,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
367,0
293,0

-
-
-
-
546 - 8060 Nm3/h
-
-
-
-
855 - 12615 Nm3/h
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
855 - 12615 Nm3/h
-
-
-
-
-
-
-
-
-

60
60
60
60
60
60
60
60
60
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
60


