K-FI PC-BEHAELTER SCHUTZK HANSA
Filters HANSAVFLEX
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Filters with excellent flow rates in modern design.
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K- 07 25 05 64 G1/4 2000 52,0 164,0 mm 34,0 1 Semi
K- 07 25 05 65 G 3/8 2000 52,0 164,0 mm 34,0 1 Semi
K- 07 25 05 66 G 3/8 3500 63,0 189,5 mm 42,5 2 Semi
K- 07 25 05 67 G1/2 3500 63,0 189,56 mm 42,5 2 Semi
K- 07 25 05 60 G 3/4 9000 85,0 250,0 mm 58,0 4 Semi
K- 07 25 05 61 G1 9000 85,0 250,0 mm 58,0 4 Semi
K- 07 25 05 68 G1/4 2000 52,0 181,0 mm 34,0 1 Auto
K- 07 25 05 69 G 3/8 2000 52,0 181,0 mm 34,0 1 Auto
K- 07 25 05 70 G 3/8 3500 63,0 206,0 mm 42,5 2 Auto
K- 07 25 05 71 G1/2 3500 63,0 206,0 mm 42,5 2 Auto
K- 07 25 05 62 G 3/4 9000 85,0 264,0 mm 58,0 4 Auto
K- 07 25 05 63 G1 9000 85,0 264,0 mm 58,0 4 Auto
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K-HALTERBAUSATZ HANSA Holder HANSA

. Spare tank HANSA
K-ERSATZBEHAELTER HANSA POLY polycarbonat

K-FILTERELEMENT Filter element

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
09.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



