K-WTEH 2-TLG PC SCHU MANO HANSA
Service units, 2-piece with polycarbonate bowl, bowl guard and

pressure gauge HANSA[/FLEX
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Two or three-piece service units with excellent flow rates in modern design. <br>Lockable diaphragm pressure regulator with secondary ventilation, oil
can be filled without interrupting operation.<br>
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The price does not include a key lock. Please order separately.
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K- 07 251477 G1/4 1800 104,0 225,0 mm 95,5 Semi
K-07 2514 78 G 3/8 1800 104,0 225,0 mm 95,5 Semi
K-07 2514 79 G 3/8 3500 126,0 257,0 mm 110,0 Semi
K- 07 25 14 80 G1/2 3500 126,0 257,0 mm 110,0 Semi
K- 07 25 14 81 G 3/4 12000 170,0 329,0 mm 137,0 Semi
K- 07 25 14 82 G1 12000 170,0 329,0 mm 137,0 Semi
K- 07 25 14 83 G1/4 1800 104,0 243,0 mm 95,5 Auto
K- 07 25 14 84 G 3/8 1800 104,0 243,0 mm 95,5 Auto
K- 07 25 14 85 G 3/8 3500 126,0 274,0 mm 110,0 Auto
K- 07 25 14 86 G1/2 3500 126,0 274,0 mm 110,0 Auto
K- 07 25 14 87 G 3/4 12000 170,0 343,0 mm 137,0 Auto
K- 07 25 14 88 G1 12000 170,0 343,0 mm 137,0 Auto
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K-STECKSCHLOSS Key lock
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K-HALTERBAUSATZ HANSA Holder,

Spare tank

K-ERSATZBEHAELTER HANSA POLY HANSA
polycarbonat

K-FILTERELEMENT Filter
element
Drip

K-TROPFAUFSATZ HANSA attachment
HANSA

K-SCHALTTAFELMUTTER HANSA Nut HANSA

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
26.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



