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属性
入口压力 Max. 25 bar (G 1/4 to G 1/2), Max. 40 bar (G 3/4 to G 1

1/2)
介质温度 max. 60 °C
环境温度 Max. 90 °C
密封材料 NBR
壳体 Die-cast zinc for (G 1/4 to G 1/2), for Brass (G 3/4 to G

1 1/2)
流量值测量 At P1 = 8 bar, P2 = 6 bar and pressure drop Δp = 1 bar
更多注明信息 User manual on request

描述
Reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design. The pressure regulators maintain a constant
working pressure regardless of variations in the inlet pressure.

货品
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K- 07 25 03 89
K- 07 25 03 90
K- 07 25 03 91
K- 07 25 03 92
K- 07 25 03 93
 
K- 07 25 03 94
K- 07 25 03 95
K- 07 25 03 96
K- 07 25 03 97

G 1/4
G 1/4
G 1/4
G 1/4
 
G 3/8
G 3/8
G 3/8
G 3/8
G 3/8
G 3/8
G 3/8
G 3/8
 
G 1/2
G 1/2
G 1/2
G 1/2

0.5 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar
 
0.5 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar
0.5 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar
 
0.5 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar

3000
2500
2000
1600
 
3000
2500
2000
1600
3500
3000
2670
2000
 
3500
3000
2670
2000

77,0
77,0
77,0
77,0
 
70,0
70,0
70,0
70,0
90,0
90,0
90,0
90,0
 
82,0
82,0
82,0
82,0

165,0 mm
165,0 mm
165,0 mm
165,0 mm
 
165,0 mm
165,0 mm
165,0 mm
165,0 mm
170,0 mm
170,0 mm
170,0 mm
170,0 mm
 
170,0 mm
170,0 mm
170,0 mm
170,0 mm

33,0
33,0
33,0
33,0
 
33,0
33,0
33,0
33,0
32,0
32,0
32,0
32,0
 
32,0
32,0
32,0
32,0

132,0
132,0
132,0
132,0
 
132,0
132,0
132,0
132,0
138,0
138,0
138,0
138,0
 
138,0
138,0
138,0
138,0

10
10
10
10
 
10
10
10
10
15
15
15
15
 
15
15
15
15

备件
K-HALTERBAUSATZ STANDARD Holder
K-VERSCHLEI-SATZ Set of wearing parts
K-RD NIPPEL KURZ 1 Reducing nipples, short type
K-XV AGM 2 Double nipples, parallel male thread


