
K-FI PC-BEHAELTER SCHUTZ VARIOBLOC
Filters with polycarbonate bowl and bowl guard
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属性
入口压力 Max. 16 bar (polycarbonate bowl), Max. 20 bar

(metal bowl)
介质温度 max. 50 °C
环境温度 Max. 50 °C (polycarbonate bowl), Max. 80 °C

(metal bowl)
过滤器元件中的气孔宽度 40 μm
密封材料 NBR
壳体 Die-cast zinc
Drain valve Manual
流量值测量 At P1 = 6 bar and pressure drop  Δp = 1 bar

提示
其它数据应客户要求提供。

描述
Centrifugal separators with a sintered filter element.Filtration takes place in a 2-stage process comprising cyclone separation (condensate) and a PE
filter element (particles). <br>Approved series in modern industrial design, with the following key benefits: Simple handling, Convenient modular
assembly thanks to innovative fasteners, Excellent flow values.

订购指南
Filters are also available with bowl guard or metal bowl.

货品
名称 螺纹 流量 A B C 
 (L/min) (mm) (mm)
K- 07 25 23 06
K- 07 25 23 05
K- 07 25 23 04
K- 07 25 23 03
K- 07 25 23 02

G 1/4
G 3/8
G 1/2
G 3/4
G 1

1800
2000
3200
3500
3500

48,0
48,0
70,0
70,0
124,0

155,0 mm
155,0 mm
202,0 mm
202,0 mm
202,0 mm

22,0
22,0
26,0
26,0
26,0


