
K-ENDLAGEN-RUECKME KUNST S
End position feedback plastic- inductive sensors

尽管经过了仔细审阅,但我们无法完全排除发生错误的可能,对所提供的信息数据本公司不承担任何责任。
17.02.2026 HANSA-FLEX AG www.hansa-flex.com 1

属性
运行电流 200 mA
线缆螺旋接头 M 20 x 1.5
开关功能 Positive switching, PNP NO contact, damped or

undamped in the end position
保护等级 IP 67, acc. to DIN EN 60529
温度范围 -20 °C to +70 °C
壳体 Polyamide blue or black
螺钉 Stainless steel 1.4301
轴 Polyamide PA6, black
外盖 Polycarbonate, transparent
安装桥件 PA6 with 30 % glass fibre
密封 EPDM and NBR
密封材料 NBR

提示
其它数据应客户要求提供。

描述
Robust type in a plastic housing, Universal indicator for NAMUR sizes 80 x 30 and 130 x 30, Height-adjustable feet that adapt to different pinion
projections, ON / OFF position indicator also visible from a distance, Easy-to-adjust, self-locking trip cam

货品
名称 电压 定义
 
K- 07 30 29 06 9 V - 36 V DC End position feedback, D 2 type with inductive 3-wire sensors


