K-WV 5/2 ELEKTROPNEU MONOSTABIL 4V
5/2-way pilot valve, monostable HANSA[/FLEX

| _§:3
I.ERD 1.5 -8 bar 35
REE -20 °C to +70 °C
HEEN R At P1 =8 bar, P2 = 6 bar and pressure drop Ap = 1 bar LATAL g, v, w
BN Connector Type B acc. to ISO 4400 o T
BPMIHEED  1,5bar
RPER IP 65 Monostable
R 4 Aluminium alloy monostabil
'R
HeBENEFERREM,
g

HE

(L/min)
K- 07 15 02 47 M5 M5 300 35 24V DC 100
K- 07 15 02 48 G 1/8 G1/8 500 35 24V DC 100
K- 07 15 02 49 G 1/8 G1/8 750 35 24V DC 200
K- 07 15 02 50 G1/4 G1/8 850 35 24V DC 200
K- 07 15 02 51 G1/4 G 1/4 1300 35 24V DC 300
K- 07 15 02 52 G 3/8 G1/4 1500 35 24V DC 300
K- 07 15 02 53 G1/2" G1/2 2000 35 24V DC 400
K- 07 15 02 54 M5 M5 300 35 230V, 50 Hz 100
K- 07 15 02 55 G 1/8 G1/8 500 35 230V, 50 Hz 100
K- 07 15 02 56 G 1/8 G1/8 750 35 230V, 50 Hz 200
K- 07 15 02 57 G1/4 G1/8 850 35 230V, 50 Hz 200
K- 07 15 02 58 G1/4 G 1/4 1300 35 230V, 50 Hz 300
K- 07 15 02 59 G 3/8 G 1/4 1500 35 230V, 50 Hz 300
K- 07 15 02 60 G1/2" G1/2 2000 35 230V, 50 Hz 400

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
19.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



