K-WV 5/2 ELEKTROPNEU BISTABIL 4V
5/2-way pilot valve, bistable HANSA[/FLEX
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I.ERD 1.5 -8 bar 36
REE -20 °C to +70 °C AT,
HEEN R At P1 =8 bar, P2 = 6 bar and pressure drop Ap = 1 bar - ““ 2 IZ[ EX]
BEN Connector Type B acc. to ISO 4400 ’ Ty lt /T
BPIHEEND  1,5bar _
RPS® IS Bistable
oS Aluminium alloy bistabil
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HeBENEFERREM,
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B #0 HESEO HE HEERS BE 25 SR
(L/min)
K- 07 15 02 61 M5 M5 300 36 24V DC 100
K- 07 15 02 62 G 1/8 G1/8 500 36 24V DC 100
K- 07 15 02 63 G1/8 G1/8 750 36 24V DC 200
K- 07 15 02 64 G1/4 G1/8 850 36 24V DC 200
K- 07 15 02 65 G1/4 G1/4 1300 36 24V DC 300
K- 07 15 02 66 G 3/8 G1/4 1500 36 24V DC 300
K- 07 15 02 67 G1/2" G1/2 2000 36 24V DC 400
K- 07 15 02 68 M5 M5 300 36 230V, 50 Hz 100
K- 07 15 02 69 G 1/8 G1/8 500 36 230V, 50 Hz 100
K- 07 1502 70 G 1/8 G1/8 750 36 230V, 50 Hz 200
K- 07 1502 71 G 1/4 G1/8 850 36 230V, 50 Hz 200
K- 07 1502 72 G1/4 G1/4 1300 36 230V, 50 Hz 300
K-07 1502 73 G 3/8 G1/4 1500 36 230V, 50 Hz 300
K- 07 1502 74 G1/2" G1/2 2000 36 230V, 50 Hz 400

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
08.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



