K-3WSV ELKT HANSA PRO

3/2-way poppet valve, electrically actuated, for HANSA PRO HANSA[/ FLEX
1 E—
NTRBE -10 °C to +50 °C

FIRBE -10 °C to +50 °C

ERANR E&HZES

RPFH IP 65 acc. to DIN 40050

BEER Line mounting, mounting kit or wall mounting

BUH electrical

EnEHE 2-10 bar

BAVE Any

ZERR G1/2 5200 /min (P1 = 6 bar/Delta P = 1 bar)
HERR G 3/8 4.300 I/min (P1 =6 bar/Delta P = 1 bar)

PE &KX 11 10 bar

203 PAGG
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K- 07 25 22 48 G3/8i 24V DC 2

K- 07 25 22 49 G3/8i 115V AC 50 Hz 2

K- 07 25 22 50 G3/8i 230 V AC 50 Hz 2

K- 07 25 22 51 G1/2i 24V DC 2

K- 07 25 22 52 G1/2i 115V AC 50 Hz 2

K- 07 25 22 53 G1/2i 230 V AC 50 Hz 2

RELZI T FAFH BB ETEHBRR EERY TTRE X TR BB 15 B BAEAR L AT RIDHE I F Ao
18.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



