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属性
结构类型 Precision Digital Pressure Switch for excess pressure
规格 with switching function display unit
最大输出压力 1,05 MPa
最小出口压力 -105,00 kPa
最大额定压力 1,0 MPa
最小额定压力 -100,0 kPa
响应时间 max. 2,5 ms
额定电压 12 to 24 VDC
试验压力 1,50 MPa
保护等级 IP 65
电流消耗 80 mA
许可 CE, UL/CSA, RoHS
介质温度 -5 °C to +50 °C
环境温度 -5 °C bis +50 °C
适用介质 Compressed air, non-corrosive gases, non-flammable

gases
系列 ISE40A
更多注明信息 Compact, design

user-friendly operation
Copy function to copy settings on up to 10 sub-sensors
Energy saving function automatically switches off the
display after 30 seconds
Anti-chattering function, selectable units, Adjustable
hysteresis
Extended connection cable to 3.00 m
Pre-wired M12 connector with 4 pins (Lead wire length
100 mm)

描述
Digital precision pressure switch for overpressure, series ISE40A, 3 1/2-digit, 7-segment display, 2-colour (red/green), compact design, user-friendly
operation, copy function, settings can be copied to up to 10 subordinate sensors, energy saving function, <br>the display switches off automatically
after 30 seconds, anti-chattering function, free choice of units, adjustable hysteresis, 2 m connection cable with plug included

货品
名称 重复精

度
气动接口 电子输出端
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PNP open collector, 2 Outputs + analog Voltage/Auto-Reference Input
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